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SMFNS
Flanschwagen SMFNS-..
Flanged ball runner block SMFNS..

Type A H

+/-

0,03

W D

+/-

0,03

L B E F r n J a d Gewicht

Weight

in kg

SMGNS-1500

SMGNS-150V

SMGNS-15PV

34 24 15 9,5 64 37,8 26 26 M4 6,0 19,8 4,1 2,5 0,07

SMGNS-2000

SMGNS-200V

SMGNS-20PV

44 30 20 12 85,9 51,5 32 36 M5 7,5 24,7 5,5 2,8 0,15

SMGNS-2500

SMGNS-250V

SMGNS-250PV

48 36 23 12,5 96,0 58,0 35 35 M6 9,0 29,9 6,4 3,0 0,22

Alu-Leichtbauwagen in Flanschausführung für 

einfache kostengünstige Anwendungen z.B. 

in der Montage und Handhabungstechnik. 

Die Anschlussabmessungen entsprechen den 

Abmaßen für Stahlkugelschienenführungen 

nach DIN 645 Teil 1, wodurch auch bestehende 

Konstruktionen umgerüstet werden können. 

Der Führungswagen besitzt eine seitliche 

Anschlagkante und kann von oben oder von 

unten verschraubt werden. Der Wagen besteht 

aus einer hochwertigen Aluminiumknetle-

gierung mit einer Zugfestigkeit von 350 N/

mm², und Kugeln aus Wälzlagerstahl, die auf 

gehärteten Stahlsegmeten laufen. Alle übrigen 

Teile sind aus Polyamid. Der Führungswagen 

ist erstbefettet und besitzt standardmäßig 

Schmierabstreifer. Diese können einfach nach 

oben abgezogen werden. 

This light-weight aluminium runner block 

is designed for cost-eff ective applications 

such as assembly and handling processes. 

Mounting dimensions are identical to those 

of the steel guiding rails and in accordance to 

DIN 645-1, which makes them interchangeab-

le and replaceable. 

The runner block has a lateral abutment 

edge and can then be screwed from above 

or below. Runner block consists of wrought 

aluminium alloy with a tensile 

strength of 350N/mm 2, balls and running 

tracks of harde-ned anti-friction bearing 

steel. All others parts are made of POM. The 

carriage is prelubricated and has standard 

according seal units, which you can replace.

Flanschwagen Flanged Ball Runner Block

Tragzahlen
Dynamic load capacitys

in N

Momente in Nm

Type Cdyn. Fmax Mt dyn. Mt 

max. 

stat

Ml 

dyn.

Ml max 

stat

SMGNS-15.. 5000 2000 36 14 29 12

SMGNS-20.. 11000 4400 101 40 89 35

SMGNS-25.. 16000 6400 165 66 147 59


